
La nostra gamma di servomotori “direct drive” viene proposta in 

versione frameless, dove il rotore e l’anello di statore sono 

realizzati per essere direttamente integrati nella struttura 

meccanica dell’applicazione, facilitando così la progettazione la 

costruzione e l’assemblaggio dei macchinari.

La tecnologia “direct drive” consente di avere la trasmissione 

diretta del moto senza l’interposizione di organi di trasmissione 

quali cinghie o riduttori portando all’annullamento dei giochi 

meccanici, ad un incremento della dinamica, della precisione e 

dell’affidabilità nel tempo dell’intero sistema. 

I motori “direct drive” massimizzano inoltre la densità di coppia 

consentendo di realizzare installazioni più compatte e leggere e il 

nostro ufficio tecnico è a vostra disposizione per proporvi 

soluzioni personalizzate alle vostre singole esigenze.

I nostri motori frameless sono disponibili sia per raffreddamento 

a convezione naturale sia nella versione predisposta per 

raffreddamento a liquido, inoltre, sebbene non riportati a 

catalogo, disponiamo di soluzioni “direct drive” a rotore esterno.

Per maggiori informazioni: tecnico@acmengineering.it

WWW.ACMENGINEERING.IT

We propose our range of “direct drive” servomotor in frameless 

outline. Rotor and stator ring are designed to be integrated into 

the mechanical structure of the application, thus make easier

design, construction and assembly of the machinery.

The “direct drive” technology allow to obtain the direct 

transmission of motion without interposition of other

components such as reduction unit or belt, suppressing 

mechanical clearance and increasing dynamics, precision and 

reliability of the whole system. These torque motors are designed 

to maximize efficiency, silence and torque density, allowing

lighter and more compact motorization. Our technical office is at 

your service in order to propose customized solution for your 

needs.

Frameless motors are available for natural convection or liquid 

cooling system on customer demand. 

Moreover, out of this brochure, we can propose special solution 

with external rotor “direct drive” motor.

For more information: tecnico@acmengineering.it
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DIRECT DRIVE MOTOR

La coppia di picco in servizio S3 è da considerarsi 

pari a 3 volte la coppia di stallo a convenzione 

naturale riportata in tabella.

Peak torque in S3 service must be considered equal 

to 3 times related to natural convention rated 

torque.

Torque chart

Grafico delle coppie



DIRECT DRIVE MOTOR

Motor performance and dimensions table

Model
Rated torque

natural
convection

Rated torque
water cooled

Length

Centering
diameter
natural

convection

Centering
diameter water

cooled or
external motor

diameter

Rotor hole
diameter and rotor

length

Centre to
centre rotor

holes

N° holes rotor
and size

Centre to centre
stator holes

N° stator holes
and size

Modello
Coppia di stallo

convezione
naturale

Coppia di stallo
raffreddato a

liquido
Lunghezza

Diametro
centraggio
convezione

naturale

Diametro
centraggio

raffreddato a
liquido o

diametro corpo
motore

Diametro foro
rotore e

lunghezza rotore

Diametro
interasse
fori rotore

N° fori rotore e
dimensione

Interasse fori
statore

N° fori
accoppiamento

statore e
dimensione

BRL Nm Nm (A) mm (B) mm (C / D) mm (E X F) mm (G) mm (H) (I) mm (J)

100/1 1,5 3 58

105 125 35 X

18

50 N°6 X M5 117 N°8 X M5100/2 3 6 73 33

100/3 4,5 9 88 48

115/1 6,5 13 90

115 135 50 X

45

60 N°8 X M6 125 N°8 X M5
115/2 13 26 130 85

115/3 19,5 39 170 125

115/4 26 52 210 165

150/1 10 20 110

150 175 50 X

40

65 N°8 X M6 160 N°8 X M6

150/2 20 40 145 75

150/3 30 60 180 110

150/4 40 80 215 145

150/5 50 100 250 180

150/6 60 120 285 215

121/1 (12 poles) 15 30 91

180 200 90 X

42

100 N°8 X M6 190 N°12 X M6

121/2 (12 poles) 30 60 127 78

121/3 (12 poles) 45 90 163 114

121/4 (12 poles) 60 120 199 150

121/5 (12 poles) 75 150 235 186

121/6 (12 poles) 90 180 271 222

121/1 (24 poles) 15 30 89

165 190 90 X

43

100 N°8 X M6 175 N°12 X M6

121/2 (24 poles) 30 60 125 79

121/3 (24 poles) 45 90 161 115

121/4 (24 poles) 60 120 197 151

121/5 (24 poles) 75 150 233 187

121/6 (24 poles) 90 180 269 223

240/1 40 80 95

243 267 130 X

37

142

N°8 X M6

255 N°12 X M6

240/2 80 160 127 69

240/3 120 240 159 101

240/4 160 320 191 133

N°12 X M6240/5 200 400 223 165

240/6 240 480 255 197

250/1 55 110 121

250 274 155 X

58

170 N°12 X M8 262 N°12 X M6

250/2 110 220 176 113

250/3 165 330 231 168

250/4 220 440 286 223

250/5 275 550 341 278

250/6 330 660 396 333

304/1 60 120 120

304 340 155 X

38

170 N°12 X M8 320 N°8 X M8

304/2 120 240 155 73

304/3 180 360 190 108

304/4 240 480 225 143

304/5 300 600 260 178

304/6 350 700 295 213

Tabella delle prestazioni e delle dimensioni



DIRECT DRIVE MOTOR

BRL Nm Nm (A) mm (B) mm (C / D) mm (E X F) mm (G) mm (H) (I) mm (J)

315/1 60 120 106

290 318 180 X

49

200 N°12 X M8 304 N°8 X M8

315/2 120 240 152 95

315/3 180 360 198 141

315/4 240 480 244 187

315/5 300 600 290 233

315/6 350 700 336 279

330/1 40 80 90

290 320 170 X

35

190 N°8 X M10 310 N°8 X M8

330/2 80 160 112 57

330/3 120 240 134 79

330/4 160 320 156 101

330/5 200 400 178 123

330/6 240 480 200 145

340/1 90 180 115

340 370 180 X

47

200

N°8 X M10

355 N°12 X M8

340/2 180 360 155 87

340/3 270 540 195 127

340/4 360 720 235 167

N°12 X M10340/5 450 900 275 207

340/6 540 1080 315 247

360/1 85 170 165

360 400 180 X

46

200

N°8 X M10

380 N°12 X M8

360/2 170 340 205 86

360/3 255 510 245 126

360/4 340 680 285 166

N°12 X M10360/5 425 850 325 206

360/6 510 1020 365 246

450/1 (48 poles) 250 500 165

450 490 280 X

67

305

N°8 X M12

470 N°12 X M12

450/2 (48 poles) 500 1000 225 127

450/3 (48 poles) 750 1500 285 187

450/4 (48 poles) 1000 2000 345 247

N°12 X M12450/5 (48 poles) 1250 2500 405 307

450/6 (48 poles) 1500 3000 465 367

450/1 (32 poles) 250 500 165

450 490 250 X

67

275

N°8 X M12

470 N°12 X M12

450/2 (32 poles) 500 1000 225 127

450/3 (32 poles) 750 1500 285 187

450/4 (32 poles) 1000 2000 345 247

N°12 X M12450/5 (32 poles) 1250 2500 405 307

450/6 (32 poles) 1500 3000 465 367

600/1 (64 poles) 375 750 96

550 590 410 X

38

435 N°12 X M14 570 N°12 X M12

600/2 (64 poles) 750 1500 130 72

600/3 (64 poles) 1125 2250 164 106

600/4 (64 poles) 1500 3000 198 140

600/5 (64 poles) 1875 3750 232 174

600/6 (64 poles) 2250 4500 266 208

600/1 (12 poles) 250 500 185

600 658 300 X

50

345 N°12 X M14 630 N°8 X M14

600/2 (12 poles) 500 1000 230 95

600/3 (12 poles) 750 1500 275 140

600/4 (12 poles) 1000 2000 320 185

600/5 (12 poles) 1250 2500 365 230

600/6 (12 poles) 1500 3000 410 275

Motor performance and dimensions table

Tabella delle prestazioni e delle dimensioni


