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Servomotori

ACM Engineering progetta e realizza soluzioni
motoristiche sia standard che personalizzate per
rispondere alle esigenze dei clienti che vogliono proporre
sul mercato soluzioni innovative per competere nel
mercato moderno.

La linea di servomotori elettrici brushless di ACM
Engineering € stata progettata avvalendosi dei piu avanzati
software di simulazione elettromagnetica e termica, cio
consente di proporre ai nostri clienti soluzioni
all'avanguardia per qualsiasi tipo di applicazione
nell'ambito dell'automazione industriale e della robotica.

Laccurato processo di progettazione, unitamente al know-
how aziendale e all'attenzione che poniamo nella scelta
dei materiali, ci consentono di proporre soluzioni
motoristiche caratterizzate da ottime performance, elevata
robustezza e massima affidabilita.

A seguire una panoramica della nostra produzione. | nostri
motori sono disponibili con raffreddamento a convezione
naturale o con servo-ventilazione oppure predisposti per
raffreddamento a liquido. Per ogni ulteriore dettaglio o per
soluzioni dedicate alle vostre esigenze contattate il nostro
ufficio tecnico: tecnico@acmengineering.it

Servo motors

ACM Engineerings designs and builds also standard and
customize electric servomotor to meet the needs of
customers they want to offer innovative solutions to
compete in the modern market.

Our line of brushless electric servomotors was designed
using the most advanced electromagnetic and thermal
simulation software, which allows us to offer our
customers cutting-edge solutions for any type of
application in the field of industrial automation and
robotics.

The accurate design process, together with the company
know-how and the attention we place in the choice of
materials, allows us to propose engine solutions
characterized by excellent performance, high robustness
and maximum reliability.

Below an overview of our production. Our motors are
available with natural convection cooling or servo
ventilation or prepared for liquid cooling. For any further
details or solutions dedicated to your needs, contact our
technical office: tecnico@acmengineering.it
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Motor performance and weight table
Tabella delle prestazioni e dei pesi

Voltage Stall Stall Peak Peak
Type cellzs D] Constant Torque Current Torque Current HEES
Motor
N° pm Vrms/Krpm Nm A Nm A Kg
58 0,3 0.9
BRL55/1 100 0,3 0.2 0,9 06 15
58 0,6 18
BRL55/2 6 3000 100 0,6 0.4 1,8 12 2
58 0,9 2,7
BRL55/3 100 0,9 0.6 2,7 18 2,5
58 1,4 4,2
BRL75/1 100 1,3 0.7 3,9 2.1 25
58 2,8 8,4
BRL 75/2 6 3000 100 2,6 14 7,8 4.2 3,5
58 4,2 12,6
BRL 75/3 100 4 2.1 12 6.3 4,5
58 2,6 7,8
BRL906/1D 100 2,4 16 7,2 4.8 4,8
58 5,2 15,6
BRL906/2D 100 4,8 3.2 14,4 9.6 6
BRL906/3D o8 7,2 7.8 21,6 23,4 7,2
100 4,8 14,4
6 3000 58 10,4 31,2
BRL906/4D 100 9,6 6.4 28,8 19.2 8,4
58 13 39
BRL906/5D 100 12 3 36 >4 9,6
58 15,6 46,8
BRL 906/6 D 100 14,4 9.6 43,2 28.8 10,8
87 1,2 3,6
BRL 908/ 1 150 1,6 0.7 4,8 21 4,2
87 2,4 7,2
BRL 908/ 2 150 3,2 14 9,6 42 5
BRL 908/ 3 87 4,8 3.6 14,4 108 5,8
150 2,1 6,3
8 2000 87 4,8 14,4
BRL 908/ 4 150 6,4 2.8 19,2 8.4 6,6
87 6 18
BRL 908 /5 150 8 35 24 105 7,4
87 7,2 21,6
BRL 908/ 6 150 9,6 4.2 28,8 126 8,2
58 2,2 6,6
BRL 110/1D 100 2 14 6 42 7,8
58 4,4 13,2
BRL 110/2D 100 4 28 12 8.4 9
BRL 110/3D o8 6 6.6 18 19,8 10,2
100 4,2 12,6
6 3000 58 8,8 26,4
BRL 110/4D 100 8 5.6 24 16.8 11,4
58 11 33
BRL 110/5D 100 10 7 30 21 12,6
58 13,2 39,6
BRL 110/6 D 100 12 8.4 36 25.2 13,8




Motor performance and weight table
Tabella delle prestazioni e dei pesi

Poles Speed Voltage Stall Stall Peak Peak Mass
Type P Constant | Torque Current Torque Current
Motor
N° rpm Vrms/Krpm Nm A Nm A Kg
58 3,2 9,6
BRL 125/1 D 100 3 > 9 6 9,5
58 6,4 19,2
BRL 125/2 D 100 6 4 18 12 11
BRL 125/3 D 58 9 9.6 27 28,8 12,5
100 6 18
8 3000 58 12,8 38,4
BRL 125/4 D 100 12 3 36 >4 14
58 16 48
BRL 125/5D 100 15 10 45 30 15,5
58 19,2 57,6
BRL 125/6 D 100 18 e 54 36 17
58 10,5 31,5
BRL 180/1 100 10 6.5 30 195 20,8
58 21 63
BRL 180/2 100 20 13 60 29 27,4
BRL 180/3 o8 30 315 90 94,5 34
100 19,5 58,5
8 3000 58 42 126
BRL 180/4 100 40 6 120 78 40,6
58 52,5 157,5
BRL 180/5 100 50 325 150 975 47,2
58 63 189
BRL 180/6 100 60 39 180 117 53,8
58 21,5 64,5
BRL 220/ 1 100 20 125 60 375 37,5
58 43 129
BRL 220/2 100 40 5 120 75 47
58 64,5 193,5
BRL 220/ 3 100 60 375 180 1125 56,5
6 3000 58 86 258
BRL 220/ 4 100 80 ) 240 150 66
58 107,5 322,5
BRL 220/5 100 100 62,5 300 1875 75,5
58 129 387
BRL 220/ 6 100 120 75 360 55 85
BRL290/1 150 40 65 120 195 57,5
BRL 290/ 2 150 80 130 240 390 74
BRL290/3 150 120 195 360 585 90,5
8 2000
BRL290/4 150 160 260 480 780 107
BRL290/5 150 200 325 600 975 123,5
BRL 290/6 150 240 390 720 1170 140




Motor performance and weight table
Tabella delle prestazioni e dei pesi

Voltage Stall Stall Peak Peak
Type Aol SR Constant | Torque Current Torque Current EES
Motor
N° pm Vrms/Krpm Nm A Nm A Kg
BRL 305/1 150 45 20 135 60 82
BRL 305/2 150 90 40 270 120 100
BRL 305/3 150 135 60 405 180 118
8 2000
BRL 305/ 4 150 180 80 540 240 136
BRL 305/5 150 225 100 675 300 154
BRL 305/6 150 270 120 810 360 172




